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f. No illegal cross connection with domestic water supply shall
be permitted.
The term "Chlorine" shall not be used to refer to any hypochlorite
compounds nor any material except elemental free chlorine which
occurs at atmospheric pressure and normal summer temperatures as
a gas, commercially acid in a compressed form as a liquid. Only
equipment used to supply or feed elemental chlorine may be referred
to or used to describe a chlorinator. Hypochlorite compounds con-
taining chlorine shall only be known and sold as a "hypochlorite"
such as calcium hypochlorite, sodium hypochlorite, et al; and may not
be called chlorine. Equipment used to supply or feed a hypochlorite
compound shall be known as a hypochlorinator and may not be re-
ferred to or sold as a chlorinator. Use of either "chlorine" or
"chlorinator", improperly in this manner, represents clear and im-
proper misrepresentation.
25. Chlorine Compartment: Where gaseous chlorine equipment is pro-
vided, the mechanical proportioning device and cylinders of chlorine shall be
housed in a reasonably gas-tight corrosion-resistant and mechanically-
vented enclosure. Air-tight duct from the bottom of the enclosure to at-
mosphere in an unrestricted area and a motor-driven exhaust fan capable
of producing at least one air change per minute shall be provided. Auto-
matic louvers of good design near the top of the enclosure for admitting
fresh air are required. An opening at least 18 inches square, glazed with
clear glass, and artificial illumination shall be provided in an amount such
that the essential performance of the equipment may be observed, at all
times, without opening the enclosure. Electrical switches for the control
of artificial lighting and ventilation shall be on the outside of the enclosure
adjacent to the door. The floor area of the enclosure shall be of adequate
size to house the chlorinator, fan, scales and one extra chlorine cylinder.
Gas mask approved by the Bureau of Mines for protection against chlorine
gas shall be provided, mounted outside the chlorine compartment. Doors
to the chlorine compartment should not open into any other room, but to
the outside only.
26. Testing Equipment: The specifications shall include that a test set
be provided for the determination of disinfecting residual and pH hydro-
genion content in the pool water, specifying the type set and the range for
each test.
27. Direct Connections to Utilities: No direct mechanical connection
between a source of domestic water supply shall be made to a swimming
pool or the piping thereof.
The water supply for filling the pool, when derived from a portable
supply, shall be by means of an over-fall fillspout to the pool, or an
over-fall supply to a surge tank, with an air gap of at least two diameters
of the fillspout.
The disposition of sanitary sewage from the bathhouse shall be into a
sanitary sewer, a septic tank or other waste line which meets with the
approval of local health authorities.


